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Points to Note:


Excellent ink adhesion and scratch resistance was achieved with the UV & solvent based inks without corona treatment.


Water-based and offset inks require a corona treatment that can be applied during printing since EarthFirst® PLA Films have a high natural surface tension.


This list is not exhaustive and many other suppliers will be able to formulate suitable inks for EarthFirst® PLA Films.


As the end use and the specific printing process should always be considered it is advised to conduct ink trials before running a new job.








The above technical information, statements and recommendations are based upon tests believed to be reliable but do not constitute a guarantee or warranty. All Smith & McLaurin products are warranted to be free of defects in material or workmanship for a period of one year from date of shipment. In no way will Smith & McLaurin be responsible for claims beyond the replacement value of the defective product or in any way liable or responsible for consequential or incidental damage. 





No express warranties and no implied warranties, whether of merchantability or fitness for any particular use, or otherwise, except as set forth above (which is made expressly in lieu of all other warranties) shall apply to products sold by Smith & McLaurin. Smith �& McLaurin specifically disclaims and excludes all other such warranties. No waiver, alteration, addition or modification of the foregoing conditions shall be valid unless made in writing and signed by a director of �Smith & McLaurin.





Warranty








  Suitable Inks    �
Print Method�
Type�
�
 UVAFLEX Y7�
 FLEXO�
RADICAL UV�
�
 UVAFLEX Q1�
 FLEXO�
CATIONIC UV�
�
 UVAROLID�
 OFFSET�
UV ACRYLATE�
�









ZELLER-GMELIN


WWW.ZELLER-GMELIN.DE





Suitable Inks for EarthFirst® PLA Film





EarthFirst® PLA








  Suitable Inks    �
Print Method�
Type�
�
 ACCESS-FILM�
FLEXO &


GRAVURE�
SOLVENT BASED�
�









SICPA


WWW.SICPA.COM





  Suitable Inks    �
Print Method�
Type�
�
ZFN & ZFPN SERIES�
FLEXO & GRAVURE�
SOLVENT BASED�
�
ZFWDI SERIES�
FLEXO & GRAVURE�
WATER BASED�
�









RUCO DRUCKFARBEN


WWW.RUCO.DE





  Suitable Inks    �
Print Method�
Type�
�
NC SERIES�
FLEXO & GRAVURE�
SOLVENT BASED�
�









SUN CHEMICAL


WWW.SUMCHEMICAL.COM





  Suitable Inks    �
Print Method�
Type�
�
 HYDROFILM 4000�
 FLEXO�
WATER BASED�
�









XSYS


WWW.XSYS-PRINTSOLUTIONS.COM





Disclaimer


The property values represented in this data sheets do not constitute product specifications but typical values. Technical data and guidelines on any product or data sheet of their application is presented for consideration and not intended as a recommendation. All products sold are understood that the user will do their own testing to ensure the success of their application. 





In no case will the Smith & McLaurin liability exceed the invoiced amount of the material involved.





EarthFirst ® PLA is a registered trademark of Plastic Suppliers/Sidaplax.





The information in this data sheet is accurate to the best of our knowledge. Data is represented as typical property values, prior testing is always recommended.





No implied warranty with respect to an application is made or intended.





EarthFirst® PLA and the EarthFirst logo are trademarks of Plastic Suppliers and Sidaplax.














